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Temperature Monitoring
 Temperature switches and sensors for the measurement and monitoring of the operating temperature. Local or remote display with programmable outputs.





 


  Product Range 
Finding the way to your individual solution, step by step ...
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Version
Standard
With approval
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Output signal


Output signal
Sensor continuous
Electronic switch with/without 4-20 mA
Bi-metal switch






	
Temperature sensor TF with IO-Link
• IO-Link and 1 x programmable switching output
 • Continuous temperature measurement
 • Brass or stainless steel housing
 • Sensor length up to 1 m
 • Connecting flange G1/2
 Show details 

	
Thermotronik TT-77
Temperature monitoring combined as local or remote display. The display unit has a menu structure following the VDMA (German Mechanical Engineering Industry Association) standard specification 245741 and provides freely programmable as well as continuous signals. The remote display is designed for simple rail mount installation.
 Show details 

	
Temperature sensors
MK2-G1/2 / EK2-G1/2
 • analogue output 4-20 mA
 • continuous temperature measurement
 • nearly any length of cable connection between sensor and control unit
 • sensor length up to 1 m / 3.3 ft
 • housing material brass or stainless steel
 • various plug options

 TF-M/E-G1/2
 • Pt100 temperature sensor
 • continuous temperature measurement
 • sensor length up to 1 m / 3.3 ft
 • housing material brass or stainless steel
 • various plug options

 TF-M-VAL
 • temperature sensor Pt100 with spring
 • Pt100 temperature sensor
 • continuous temperature measurement
 • integrated spring for variable sensor length
 • various plug options
 Show details 

	
Bimetal temperature switches
TSM-G1/2, TSE-G1/2
 • G1/2” threaded connection
 • up to 2 temperature switch points
 • sensor length up to 1 m / 3.3 ft
 • various plug options

 TSK-G3/4
 • G3/4” threaded connection
 • up to 2 temperature switch points
 • sensor length up to 1 m / 3.3 ft
 • low hysteresis
 • various plug options

 T_A
 • G1/2” threaded connection
 • 1 temperature switch point
 • fixed length 29 mm / 1.1" for line installation e.g.
 • various plug options
 Show details 

	
Temperature switch TSM-Atex / TSE-Atex series
• ATEX area of application zone 1 (cat. 2G), intrinsically safe as per EN 60079-11
 • simple, robust design
 • electrical inner part, easy to remove
 • optional DIN connector or M12 base connector
 • cable outlet direction adjustable in 90° steps for DIN connector
 • elastic sealing ring
 Show details 

	
Temperature switch TSK-Atex series
• ATEX area of application zone 1 (cat. 2G), intrinsically safe as per EN 60079-11
 • simple, robust design
 • electrical inner part, easy to remove
 • optional DIN connector or M12 base connector
 • cable outlet direction adjustable in 90° steps for DIN connector
 • elastic sealing ring
 Show details 

	
Temperature switch TSA-Atex, TÖA-Atex series
• ATEX area of application zone 1 (cat. 2G), intrinsically safe as per EN 60079-11
 • simple, robust design
 • electrical inner part, easy to remove
 • cable outlet direction adjustable in 90° steps for DIN connector
 • elastic sealing ring
 Show details 

	
Temperature switch TF-M-Atex / TF-E-Atex series
• ATEX area of application zone 1 (cat. 2G), intrinsically safe as per EN 60079-11
 • simple, robust design
 • electrical inner part, easy to remove
 • optional DIN connector or M12 base connector
 • cable outlet direction adjustable in 90° steps for DIN connector
 • elastic sealing ring
 Show details 

	
Temperature sensor Thermolog MK2- / EK2 - Desina series
• simple, robust design
 • compact dimensions
 • electrical inner part, easy to remove
 • M12 base connector
 • elastic sealing ring
 • Desina
 Show details 


 Can’t find a suitable product? Click Contact Person to contact one of our experts. Or use the contact form to contact us. 




 	Contact Person	

Marvin Dose
Internal Sales & Application Manager (FC)

+49 (0) 2102 / 4989-141
+49 (0)2102 / 4989-20

m.dose@remove-this.buehler-technologies.com


	

Rafael Klein
Internal Sales & Application Manager (FC)

+49 (0) 2102 / 4989-33
+49 (0)2102 / 4989-20

r.klein@remove-this.buehler-technologies.com


	

Markus Gester
Head of Internal Sales & Application Management(FC)

+49 (0) 2102 / 4989-733
m.gester@remove-this.buehler-technologies.com
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