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pecification

NS1-39-D934
NS1-39-D934 SW
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Technical Data

Operating pressure max. 1 bar

Operating temperature max. 80 °C

Spec. gravity of float min. 0.8 kg/dm³

Float SK 603 PPH

Switch tube brass

Flange PP

Connector M3 (3 pol.+PE, DIN 43650)

Protection class IP 65

Level contact K8 ( NO )

Max. voltage 230 V DC/AC

Max. Current 0.5 A

Contact load max. 10 VA / 10 W

Level contact W9 ( change over )

Max. voltage 48 V DC/AC

Max. Current 0.5 A

Contact load max. 20 VA

Material

NS 1-39-D934

NS 1-39-D934 SW

Order Information

Part No. Model L L1

1119099 NS1-39-D934 104 60 NO*

* NO = normally open

11190999 NS1-39-D934-SW 104 60 change over

Wiring Diagramm

we reserve the right to amend specifications

all figures at empty reservoir

2xø4.5 with
countersink ø8

Clearance

Contact
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Bühler Technologies GmbH
D - 40880 Ratingen, Harkortstr. 29

Tel.: + 49 (0) 2102 / 4989-0 Fax: + 49 (0) 2102 / 4989-20
Internet: www.buehler-technologies.com

e-mail: fluidcontrol@buehler-technologies.com



 


